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ARIADNE
LED trunking luminaire system

Up to 90% savings in energy costs

DALI control with daylight and motion sensors

Possibility of integration with emergency lighting

Quick installation without the need for cable tray

Available in lengths up to 5.8 m

20 W to 150 W power versions

Reliability

Busbar version
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SOLUTIONS FOR: 

Maximum savings

• High luminous efficacy of the luminaires thanks
to cutting edge LED technology

• Compatible with reliable, technologically
advanced light management system

• Corrosion resistant LEDs

User satisfaction and safety 

• Manufactured in EU, short lead times

• Long-life operation guaranteed by high 
quality LEDs and special design

• 5-year warranty

• High colour rendering index Ra > 80

• High ambient temperature operation

• Additional break and fall protection

• Luminaires and rails made of 100% aluminum

• Top-quality components of renowned 
manufacturers

• Direct mounting to the rail and powering any 
installation elements, e.g., emergency lighting 
luminaires.

Convenience and comfort for 
installers and maintenance staff

• Professional technical support

• Simple and quick installation of the luminaire
without the need for tools (click)

• Tens of system elements that create an infinite
number of solutions

production halls,
high- and low-storage warehouses,
commercial facilities

Linear version
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Maximum savings

• High luminous efficacy of the luminaires thanks  
 to cutting edge LED technology

• Compatible with reliable, technologically  
 advanced light management system

• Corrosion resistant LEDs

User satisfaction and safety 

• Manufactured in UE, short lead times

• Long-life operation guaranteed by high qualit  
 LEDs and special design

• 5-year warranty

• High colour rendering index Ra > 80

• High ambient temperature operation

• Additional break and fall protection

• Luminaires and rails made of 100% aluminum

• Top-quality components of renowned   
 manufacturers

• Direct mounting to the rail and powering any   
 installation elements, e.g., emergency lighting   
 luminaires.

Convenience and comfort for 
installers and maintenance staff

• Professional technical support

• Simple and quick installation of the luminaire  
 without the need for tools (click)

• Tens of system elements that create an infinite   
 number of solutions
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Dimensions and weight

Luminaire type [mm] [mm] [mm] [kg]

AD1 – PSP b 05 ... 53/80 570 55/65 1,8

...

AD1 – PSP b 28 ... 53/80 2860 55/65 4,9

H*) L W**) weight

...H – height of the luminaire
M – length of luminous part

*) – linear / busbar system
**) – linear/ multi-lens optic

Technical specification

Source of light LEDs

Correlated colour temperature 4000 K (others on request)

LED lifetime L70 > 115 000 h (ta = 25°C)

Colour rendering index Ra > 80

Supply voltage 220 – 240 VAC

IP rating IP20

IK rating IK04

Power factor cos Φ > 0,95

Power supply efficiency η > 93%

Brightness control DALI (option)Operating temperature (ta) *)   from -25°C to +35°C

Electrical insulation class kl. I

AD1 – PSP b56 ... 53/80 5660 55/65 7,3
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Busbar version

Linear version
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ARIADNE
LED trunking luminaire system

Light distribution curve configuration

Special optical design can be used to shape the light distribution curve to meet specific user requirements.
Examples of light distribution curves:

LC (98Ox58O) LE (84Ox34O)LB (103Ox88O)

LF  (one-sided asym. )

PD (78Ox43O) PE(38Ox33O)

PB (92Ox94O) PC (63Ox67O) 

PF (one-sided asym.)

PG (double-sided asym.)
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Fast and easy installation

Ariadne luminaire series coding

AD1 – PSP b LL c TCdOOKKMMxx

AD1 product code – Ariadne AD1 luminaire

PSP power supply output [W]:
020 – 20 W
 ...
150 – 150 W

The technical specification is subject to change
240906V01

OO optics type 
multi-lens arrays
PB – 92°x94°
PC – 63°x67°
PD – 78°x43°
PE – 38°x33°
PF – one-sided asym. 
PG – double-sided asym.

C colour rendering index [CRI]
8 – Ra > 80

b power supply control
N – no control
D – DALI control

LL luminaire length
08 – 800-900 mm
...
58 – 5800-5900 mm

c installation
T – busbar mounting
L – linear mounting

MM length of luminous part
05 – 500-600 mm 
...
56 – 5600-5700 mm

xx internal code (optional)

Coding example 
AD1 – 150 N 34 T 485 LC15
Ariadne luminaire version: AD1AD1

150 power supply output: 150 W

34 LED luminaire length: 3400-3500 mm

8 colour rendering index: Ra > 80
5 5-wire

LC linear optic 98°x58°

N no control

correlated colour temperature: 4000 K4
T busbar mounting

15 length of luminous part:1500-1600 mm

T correlated colour temperature [K]
3 – 3000 K
4 – 4000 K
5 – 5000 K
6 – 6500 K

d number of wires:
5 – 5-wire
7 – 7-wire
9 – 9-wire

linear
LB – 103°x88°
LC – 98°x58°
LE – 84°x34°
LF – one-sided asym.
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ARIADNE
  LED trunking luminaire system

Company details
TheusLED sp. z o.o. 
ul. Wałowicka 19A, 02-451 Warszawa, Poland

Sales and Production
ul. Kwiatkowskiego 4, 52-407 Wrocław, Poland

Telephone
+48 71 757 50 67

E-mail
office@theusled.com

ARIADNE

AD1 230 VAC 115.000 h

.. 180 lm/W

20-150 W

1.7 - 7.3 kg

NS  /DALI

L = 50-570

IP20

IK04/08/10

80

3000/4000/
5000/6500 K

-25° .. +35°C


