Coding of the Artech luminaire

AR1-070bD1-48-A100
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product code and version

luminosity control
N - no control
D - DALI control

Coding example
AR1-070ND1-48-A100

Artech luminaire version: AR1

power supply: 70 W

no control

beam length with LED modules: 1400 mm
color temperature: 4000 K

minimum color rendering index: Ra > 80

optics type: A - transparent diffuser 108° x 110°

The technical specification is subject to change
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Handles with hole ¢ 8,1 mm

1.5 m power cord; 3 x 0,75 mm?
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LED luminaire for investments

ARTECH

Savings in energy costs up to 70%

Luminous flux control — DALI version available
Optional motion detectors and lighting sensors
Reliability and durability

Made in Poland

ul. Watowicka 19 A, 02-451 Warszawa
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tel.: +48 71 757 50 67, e-mail: office@theusled.com

www.theusled.com



LED luminaire for investments

ARTECH

Maximum savings Technical parameters Dimensions and weight

Solutions for planning and
design firms and general
contractors implementing
construction investments:
production halls,
low-storage warehouses

High luminous flux (10,500 Im)
LEDs with efficiency up to 190 Im /W

Implementation in the DALI system enables compatibility
with lighting control automation systems

Unbreakable binding, no glass elements in the frame.

User satisfaction and safety

Manufactured in Poland

Short turnaround times
Designed for long-life operation
Up to 36 months warranty

High color rendering index Ra > 80

Source of light

Diode lifetime

Color temperature
Color rendering index
Supply voltage
Operating temperature (ta)
Tightness class
Electrical insulation
Power factor

Power supply efficiency
Brightness control

Body

LEDs o

L70 > 50 000 hours (ta = 25°C)

4000 K

Ra >80

198 - 264 Vac
from -20°C to +40°C Luminaire type

IP40 AR1-070ND1-48-A100
Class|

cos ®>0,98

n>88%

DALI (options)

raw aluminum,
painted aluminum (optional)

« LED modules protected against ESD
Luminaire power options

+ Flicker-free, steady light stream.

. . luminaire version AR1-070ND1-48-A100 (71W)
Convenience and comfort for installers

H luminous flux
and maintenance staff s 105001m
«  Professional technical support equivalent of T8 2x58W fluorescent luminaire

- Simple and quick installation of the luminaire
The above luminaire power and application recommendations are only indicative and apply to open halls. Actual luminaires are selected based on the specific lighting design.

« Low operating costs.

Light distribution curve configuration
Examples of light distribution curves for A and T optical systems:

A (108°x 110°) (PMMA; CLEAR)
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