
DOWNLIGHT LED
Effective way to illuminate the interior

The DL3 series LED luminaire is an effective way to illuminate the interior, offering a wide range 

of possibilities. Thanks to its universal brackets and adjustable diameter, it can be easily

surface-mounted and flush-mounted. Modern LEDs guarantee high light output with minimal 

energy consumption. The luminaire also provides a large illumination area and a choice of light 

output and colour temperature to suit individual needs. Optionally, a version with a built-in motion 

sensor is available, ensuring that the light is automatically switched on when activity is detected 

in the room. It is also possible to manufacture the luminaire with DALI control.
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DOWNLIGHT LED
Versions

Code:           Power:                     Luminous flux:             Motion sensor:

Technical specification

Supply voltage 200-240 VAC

Correlated colour temperature 3000/4000/ 6000 K (choice on luminaire)

Colour rendering index CRI80

Beam angle 100°

IP rating IP44

Operating temperature (ta) from -20°C to +45°C

LEDlifetime L70B50 50.000 h (according to the norm IEC 62717)

LED DOWNLIGHT

DL3 230 VAC 50.000 h

.. 105 lm/W

12/18/25 W

0.8-0.9 kg

NS/DALI/
Motion Sensor

IP44

IK03

80

-20° .. +45°C

3000/4000/
6000 K

22/30 cm

Dimensions and weight
Diameter: Ø220/300 mm

Height:  22/225 mm

Diameter of mounting hole: Ø120-200/150-270 mm

Light distribution

220/300 mm  22/25 mm 

DL3-018N22-Z8-L000          12/18 W                     1200/1710 lm*)             No

DL3-025N30-Z8-L000          18/25 W                     1750/2375 lm*)                   No

*) for colour temperature 4000 K 
**) power reduction to 10% in standby mode
***) external power supply with DALI control, 4000K only, for recessed installation only

DL3-025D30-Z8-L000***)          25 W                       2375 lm*)             No

DL3-025M30-Z8-L000           25 W                                      2375 lm*)                   Yes**)

The technical specification is subject to change 260514V02


