
Technical specification

Supply voltage 220-240 VAC

Electrical insulation class cl. I

T (62°x92°)

Correlated colour temperature 3000, 4000 K

Colour rendering index CRI80 

Beam angle 62° x 92° (T), 110° x 114° (L)

IP rating IP20

Operating temperature (ta) from +5°C to +30°C

LEDlifetime L70B50 115.000 h 

Company details
TheusLED Sp. z o.o.
ul. Wałowicka 19A, 02-451 Warszawa,
Poland

E-mail
office@theusled.com

Telephone
+48 71 757 50 67

Sales and production
ul. Kwiatkowskiego 4, 52-407 
Wrocław, Poland

Light distribution

IK rating IK04

We present a modern family of linear luminaires manufactured in Poland. 
These luminaires are an excellent choice for illuminating 
offices, shopping malls, stores, showrooms, gyms, fitness 
clubs, and many other spaces where the appearance 
of the product and its lighting parameters are key factors.
With extensive configuration options (colour, length, optics, mounting),
linear luminaires can be customized to suit any needs.

Power supply control DALI (option)

Housing colour white, black

Height x width 75 x 50 mm

DRIADA
A designer way to light up your space with linear luminaires

L (110°x114°)



www.theusled.com

DRIADA

230 VAC 115.000 h

.. 105 lm/W

17-87 W

1.1-5.6 kg

NS/DALI

IP20

IK04  

80

+5° .. +30°C

3000/4000 K

The technical specification is subject to change 240812V01

5 x 7.5 cm

LINEAR LUMINAIRE

Driada luminaire series coding

DR1 - PSP b L1 - TC d O100

DR1 Product code – Driada luminaire

PSP Power supply output [W]:
017 – 17 W
026 – 26 W
035 – 35 W
044 – 44 W
052 – 52 W
061 – 61 W
070 – 70 W
079 – 79 W 
087 – 87 W

b Power supply control
N – no control
D – DALI

L Length of luminaire
K – 560 mm
P – 840 mm
S – 1120 mm
M – 1400 mm
D – 1680 mm
E – 1960 mm
F – 2240 mm
G – 2520 mm
H – 2800 mm

O Optics type:
L – 110° x 114° PMMA opal
T – 62° x 92° PMMA microprismatic 

C Colour rendering index [CRI]
8 – Ra > 80

Coding example
DR1-052N D1-48WT100
Driada luminaire version: DR1DR1
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Power supply: 52 W
No control
Length of luminaire: 1680 mm 
Correlated colour temperature: 4000 K 
Colour rendering index: Ra > 80 
Housing colour: white
Optics: T – 62° x 92°
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T Correlated colour temperature [K]
3 – 3000 K
4 – 4000 K

d Housing colour
B – black, RAL 9005
W – white, RAL 9016

DRIADA


