
LED panel for installation in suspendend ceilings, providing comfortable working and resting conditions thanks 

to a low UGR (Unified Glare Rating) coefficient, reducing the effect of glare and eye fatigue.

Direct replacement for 4 x 18 W T8 and 4 x 14 W T5 troffer luminaires.  The luminaire is characterized by 

very high uniformity and ideal white color temperature – 4000 K.

Long lifespan and reliability are guaranteed by a top-class power supply. An additional advantage of the 

luminaires is the option to suspend them using cables and the possibility of surface mounting with a special 

frame.

LED PANEL
with power supply

Technical specification
Supply voltage                               220-240 VAC (external power supply)

Electrical insulation class                               cl. II

Unified glare rating                               UGR <19

Correlated colour temperature                               3000/4000/6500 K 

Colour rendering index                               CRI 80/90/97

Beam angle                               90°

IP rating                               IP40/44 (from below)

Operating temperature (ta)                               od -10°C do +40°C

LEDlifetime L80B10                               100.000 godzin (according to IEC 62717)

Light distribution

IK rating                               IK03

Name:           Code:       Dimnesions: 

Mounting frame for a 60x60 LED panel          PL-RAMKA-66H      598 x 598 x 68 mm 

Mounting frame for a 120x30 LED panel          PL-RAMKA-B3H      1198 x 298 x 68 mm

Accessories

Clasp for a drywall LED panel             PL-UCHWYTY-GK    -

Company details
TheusLED Sp. z o.o.
ul. Wałowicka 19A, 02-451 Warszawa,
Poland

E-mail
office@theusled.com

Telephone
+48 71 757 50 67

Sales and production
ul. Kwiatkowskiego 4, 52-407 Wrocław, 
Poland



www.theusled.com

LED PANEL

PL2 230 VAC 100.000 h

.. 154 lm/W

20-42 W

1.9 kg

NS/0-10 V/
DALI/PushDIM

IP40/44

IK03

80/90/97

-10° .. +40°C

3000/4000
6500 K

The technical specification is subject to change 260527V02

60 x 60 cm/
120 x 30 cm

 LED PANEL 
Dimensions
Length : 595 mm  

Width: 595 mm 

Height: 35 mm

Dimensions
Length: 1195 mm  

Width: 295 mm  

Height: 35 mm
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LED Panel 60 x 60 cm 
Code:           Power:   CCT:                    CRI:            Flux:               Control:

PL2-020Z66-48-T000           20 W   4000K                    80            3000 lm                       0-10V

PL2-020D66-48-T000           20 W   4000K                    80            3000 lm                       DALI/PushDIM

PL2-020N66-48-T000           20 W   4000K                    80            3000 lm               no control

PL2-025Z66-48-T000           26 W   4000K                    80            4000 lm                       0-10V

PL2-025D66-48-T000           26 W   4000K                    80            4000 lm                       DALI/PushDIM

PL2-025N66-48-T000           26 W   4000K                    80            4000 lm               no control

PL2-035Z66-48-T000           34 W   4000K                    80            5000 lm                       0-10V

PL2-035D66-48-T000           34 W   4000K                    80            5000 lm                       DALI/PushDIM

PL2-035N66-48-T000           34 W   4000K                    80            5000 lm               no control

PL2-040Z66-48-T000           41 W   4000K                    80            6000 lm                        0-10V

PL2-040D66-48-T000           41 W   4000K                    80            6000 lm                       DALI/PushDIM

PL2-040N66-48-T000           41 W    4000K     80             6000 lm                 no control

 LED Panel 120 x 30 cm 
Code:           Power:   CCT:                    CRI:            Flux:               Control:

PL2-020ZB3-48-T000           20 W   4000K                    80            3000 lm                       0-10V

PL2-020DB3-48-T000           20 W   4000K                    80            3000 lm                       DALI/PushDIM

PL2-020NB3-48-T000           20 W   4000K                    80            3000 lm                no control

PL2-025ZB3-48-T000           26 W   4000K                    80            4000 lm                       0-10V

PL2-025DB3-48-T000           26 W   4000K                    80            4000 lm                       DALI/PushDIM

PL2-025NB3-48-T000           26 W   4000K                    80            4000 lm                no control

PL2-035ZB3-48-T000           34 W   4000K                    80            5000 lm                       0-10V

PL2-035DB3-48-T000           34 W   4000K                    80            5000 lm                       DALI/PushDIM

PL2-035NB3-48-T000           34 W   4000K                    80            5000 lm               no control

PL2-040ZB3-48-T000           41 W   4000K                    80            6000 lm                       0-10V

PL2-040DB3-48-T000           41 W   4000K                    80            6000 lm                       DALI/PushDIM

PL2-040NB3-48-T000           41 W    4000K     80              6000 lm                 no control

PL2-040NB3-Z9-T000                          90                                   no control            30/36/                 3000/4000/                                     4300/5100/     
            42 W                         6500 K          5600lm

PL2-040N66-Z9-T000                          90                                   no control            30/36/                 3000/4000/                                     4300/5100/     
            42 W                         6500 K          5600lm

PL2-040Z66-4S-T000           40 W   4000K                    97            4000 lm                        0-10V

PL2-040D66-4S-T000           40 W   4000K                    97            4000 lm                       DALI/PushDIM

PL2-040N66-4S-T000            40 W    4000K                   97             4000 lm                 no control


